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3 Choose the list you want to change, using the        or       ,then 
press ‘OK’. 

4 If you select the FAV1 or FAV2 channel list, you will see screen 2 
below. 

 

Changing a favourite channel list screen (2) 

5 To delete a channel, select the channel and press the green 
button. 

6 To add another channel, select it and press the green button. 

7 To lock or unlock a channel, select the channel and press the 
red button. 

8 If you want to add all available channels to the list, or delete all 
available channels from the list, press the blue button to skip a 
channel or add them all. 
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9 You will now see screen (3) below. 

 

Changing a favourite channel list screen (3) 

10 To add all available channels to the list, press the green button. 

11 To delete all available channels from the list, press the red 
button. 
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12 If you select the TV and radio channel list from the ‘Modify a 
favourite menu’, you will now see screen (4) below. 

 

Changing the TV/radio screen (4) 

13 To lock or unlock a channel, select the channel and press the 
red button. 

14 You now need to save the changes that you have made. To do 
this, press the ‘back’ or ‘exit’ button. 

15 You will now see a box on the screen that says ‘Do you want to 
save changes?’ 

16 Press       or        to say ‘Yes’, then press ‘OK’. 

17 If you don’t want to save your changes, press        or       to say 
‘No’ then press ‘OK’. 
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How to delete a favourite list 
This menu lets you delete the favourite channel lists that you have 
created. 

  

Delete a favourite list screen 

1 Select the ‘Delete a favourite list’ option from the favourite lists 
menu (see page 45) by pressing the ‘OK’ button. 

2 You will now see the ‘Delete a favourite list’ screen. 

3 Select the list you want to delete (either FAV1 or FAV2), using 
the        or        buttons, and then press ‘OK’. 

4 A warning list will appear to warn you that you are going to 
remove a favourite list. 

5 To confirm you want to delete the list, press ‘OK’. 
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How to select a favourite list 

This menu lets you choose the favourite list you want to use. 

 

Select a favourite list screen 

1 Select the ‘Select a favourite list’ option from the favourite lists 
menu (see page 45) by pressing the ‘OK’ button. 

2 You will now see the ‘Select a favourite list’ screen. 

3 Select the list you want to use (either FAV1 or FAV2), using the 
      or        buttons, and then press ‘OK’. 

4 You will now go to the first channel in the selected favourite 
list. 
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The configuration menu 

This menu lets you select and change many of your receiver’s 
features and settings (see page 43 to select the configuration 
menu). 

 

The main configuration screen 
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The channel installation menu 

This menu has the following features. 

• Automatic channel installation – this automatically scans and 
installs all available digital TV and radio channels. 

• Signal information – the signal information screen gives 
information about the channel you’re watching, including signal 
frequency, signal quality and signal level. This could affect your 
picture quality. 

 
The channel installation screen 
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The auto channel-installation menu 

This menu lets you: 

• search automatically for all channels when no channels have 
been set up; 

• search for all new channels which may become available; and 

• add a channel that you want to watch. 

 
The auto channel-installation screen (1) 
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The auto channel-installation screen (2) 

1 Select the ‘channel auto-installation’ option from the channel 
installation menu (see page 59) and press the ‘OK’ button. 

2 You will now see screen (1) (see page 60). 

3 To set your receiver to automatically install all channels, press 
the ‘OK’ button. You will now see screen (2). 

4 To search for new channels or add a channel from screen 1 
press         or        and you will now see screen (3), see next 
page. 

5 To search for all new channels, press the ‘OK’ button. 

6 You will now see screen (2) again. 
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7 To add a single channel, from screen (3) select ‘Manual’ on the 
installation mode option by pressing the arrow buttons and 
press the ‘OK’ button. 

8 You will now see screen (4) (see next page). 

9 Press        or          to select the channel number you want to 
add, and press the ‘OK’ button. You will now see screen (2) 
again. 

 

The auto channel-installation screen (3) 
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The manual channel-installation screen (4) 

10 When the channel installation is complete, your TV will go to 
the first available channel in the list. 
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Signal information 

The signal information screen gives information about the channel 
you’re watching, including signal frequency, signal quality and signal 
level. This could affect your picture quality. 

 

The signal information screen 
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The TV configuration menu 

This menu lets you change selected TV configuration (setting) for 
your receiver. 

 

The TV configuration screen 

What do you want to do? Press this button. 
Change the TV format Select the screen type you want by 

using the      or      button 
(You can change between 4:3 
compromise and 16:9 widescreen 
types.) 

Change the aspect ratios 
(these are only available for 4:3  
TV format)  

Select the aspect ratios you want by 
pressing the       or        buttons 
(You can choose between ‘letter 
box’ ‘compromise’ or ‘cut out’.) 
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What do you want to do? Press this button. 
Change the TV output signal Select the format you want by 

pressing the      or       buttons 
 
(This means you can choose 
between RGB and CVBS signals (see 
below)). 

Aspect ratios 

You can choose from: 

• letterbox; 

• compromise; or  

• cut out. 

Choose the one that best matches your TV. 
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TV output signal 

This option enables you to set the TV output signed format. The 
choices are: 

• CVBS – Composite Video Blanking and Syncs. This is a signal 
that contains the picture information (luminance and 
chrominance) plus all the synchronisation signals. 

• RGB – This is the option that your TV is set on when you bought 
it. It selects the red, green and blue parts of the video output 
from the SCART socket instead of the normal composite video 
and synchronisation signals. These primary colours are used in 
colour television systems that copy colour images by controlling 
how strong the red, green and blue light sources are on the 
television screen. 
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The languages menu 

This menu lets you change the language for your TV, the 
information display, the audio description and the subtitles screen. 

 

The languages menu screen 

To change the language on your TV, follow these instructions. 

1 Select the languages menu by pressing the ‘OK’ button. 

2 Choose the language you want for the TV, information display, 
audio descriptions and subtitles using the      or       arrow. 
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The system parameters menu 

This menu gives you the receiver system parameters (settings) and 
lets you change some of the system settings (see page 58 to select 
the system parameters screen). 

 

The system parameters screen 

For example you may need to do this because you need to reset the 
receiver. 
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System information 

The system information screen shows information about the 
receiver. 

 

The system information screen 
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Auto-standby settings 

The auto-standby settings menu lets you turn the auto-standby 
feature on and off. If you turn the auto-standby feature on and do 
not change the channel, change the volume or use the menus for 
three hours, the receiver will automatically go on to standby.  

 

Auto-standby settings screen 
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Factory settings 

The factory settings menu lets you change the receiver’s settings 
back to the original factory settings (see page 69 to select the 
factory setting screen). 

1 Using the      or       buttons, selecting ‘Factory settings’. 

2 Press the ‘OK’ button. 

3 Using the       or       buttons, select ‘Yes’. 

4 Press the ‘OK’ button. The receiver will reset and the welcome 
screen will be displayed. 

5 You will need to install channels as described on page 27. 

 

The factory settings screen 
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The retune messages menu 

This menu lets you turn retune messages on or off. Before the 
Digital switchover, you will get retune messages on your screen 
telling you that the Digital switchover is happening in your area 
soon and that you need to retune your receiver to be able to watch 
digital TV. 

Retune messages will appear on your screen about 20 days, two 
days and one hour before the switchover happens in your area. The 
on-screen message will be similar to the one shown below. 

 

The retune message display 
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The audio description menu 

This menu lets you change the volume level of the audio description 
service compared to the TV volume (see page 58 to select the audio 
description screen). You can choose from 25% lower than the TV 
volume to 25% higher than the TV volume. You can also turn the 
key beep on or off using this menu. When the key beep is turned 
on, you will be able to hear a quiet beep every time a remote 
control button is pressed. 

 
 

The audio description display 
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The RF modulator configuration menu 

This menu lets you choose the RF frequency and channel number for 
connection option 2 (see page 15). 

 

The RF modulator configuration display 

To Which button do I press: 
Select the channel number for 
your video or DVD player 

Press the      or        button 

Confirm the menu option Press ‘OK’ 

You now need to go to your TV instruction manual, and scan the TV 
until the welcome screen appears (see page 20). 
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The parental control menu 

This menu gives you control of the following features, so you can 
control when and if certain channels are watched. 

• Receiver lock – this lets you set a pin code which you or 
anybody using the receiver must enter correctly before they can 
use the receiver. 

• Menu lock – this lets you set a pin code which you or anybody 
using the receiver must enter correctly before they can change 
anything on a menu. 

• Channel lock – this lets you set a pin code which you or 
anybody using the receiver must enter correctly before they can 
change any setting on the channel menu. 

• Maturity level – this lets you choose a level, between ‘none’ 
and ‘level 18’, to restrict the type of programme that people 
can watch using the receiver. (This is up to the user to decide 
which channels will be set to which level). 
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The parental control screen (1) 

 

The parental control display (2) 
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The factory setting for the parental control PIN (personal 
identification number) is 0000. 

You should change this PIN. When you do, remember the code or 
keep it written down somewhere safe. 

How to reset the parental control PIN 
To reset the parental control PIN, press the blue, green, red and 
yellow buttons twice, quickly, one after the other. (So, press the 
blue button twice, then the green button twice, and so on.) 

What do you want to do? Press this button 
Turn parental controls off  
 (Display 1 is seen and no further 

options are available) 
Turn parental controls on  
Confirm if you want to lock the 
receiver 

Use the left or right arrow to choose 
‘Yes’ or ‘No’ 

Confirm if you want to lock the 
menu 

Use the left or right arrow to choose 
‘Yes’ or ‘No’ 

Confirm if you want to lock the 
channel 

Use the left or right arrow to choose 
‘Yes’ or ‘No’ 

Confirm if you want to set the 
maturity level 

Press the left or right arrow to 
choose between ‘none’ (meaning 
people of any age can watch these 
channels) up to ‘18’ (meaning only 
adults can watch these channels) 

Change the pin code Select ‘Code change’ and press ‘OK’ 
 (When you press ‘OK’, you will see 

PIN code change screen (see ‘Display 
2’ on page 76). 
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What do you want to do? Press this button 

Insert a new pin code 
• Select ‘PIN code’ and use 

buttons 0 to 9 to enter the 
most recent code 

 
• Select ‘New PIN code’ and use 

buttons 0 to 9 to enter your 
new code 

 
• Select ‘Confirm’ and use 

buttons 0 to 9 to  re-enter your 
new code 

You can only reset the parental control pin code by using the 
parental control menu. 
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Safety information 

• Place cables where you won’t walk on them.  
Do not put anything on or against them. 

• Do not use the receiver in damp or very warm and wet 
conditions. 

• Do not let the receiver get wet. 

• Do not drip or splash anything on the receiver. 

• Do not put anything with water in it (such as a vase) on top of 
the receiver. 

• Do not put candles (or anything else with a flame) on top of 
the receiver. 

Cleaning 

• Always unplug the receiver before you clean it. 

• You should clean the receiver with a soft cloth that is slightly 
damp. 

• Do not use liquid or aerosol cleaners to clean the receiver. 

Ventilation 

• The slots and openings on the receiver are for ventilation (to let 
air into the receiver to keep it cool). Do not cover or block the 
slots and openings as this could make the receiver overheat. 

• Never let children push anything into the slots or openings in 
the case. 
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Servicing 

• There are no parts in the receiver which you can repair yourself. 

• If your receiver doesn’t work or you think it is broken, take it to 
a local electrical shop. 

• Always talk to staff in the shop where you bought the receiver 
if you have any questions about how to set it up or how it 
works or about safety information. 

Throwing your receiver away 

• You should not throw electrical products away 
with your household waste.  

• You should throw electrical products away at your 
local recycling centre. Your local council must 
provide these services in line with the Waste 
Electrical and Electronic Equipment (WEEE) 
regulations. 

• Always make sure you get rid of batteries safely. Never put 
batteries on a fire or in the bin with normal household waste. 

To find out where your nearest recycling centre is, contact your local 
council. 
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Electrical safety 

Read the electrical-safety pages in this guide carefully before 
you connect the receiver to the mains supply. 

Make sure your electricity supply is the same voltage as the voltage 
printed on the label on the bottom of the main unit of your receiver. 

The receiver needs a 230-volt (V) 50-hertz (Hz) mains supply. Do not 
use any other supply. The receiver comes with a moulded plug. If 
the plug breaks, you cannot reuse the plug. If you need to change 
the fuse in a moulded plug you must refit the fuse cover. If you lose 
or damage the fuse cover, you must not use the plug until you have 
a replacement plug cover or plug. 

If you have to change the plug because it is not suitable for your 
socket, or it is damaged, you should remove it and fit the right plug 
using the wiring diagram shown on the next page. You must throw 
the plug away safely. You could get an electric shock if you use it 
again. 

The colours of the wires in the receiver’s power lead may not match 
the coloured markings in your plug, so you should follow these 
instructions. 

• You must connect the blue wire to the terminal marked with 
the letter ‘N’ or coloured black. 

• You must connect the brown wire to the terminal marked with 
the letter ‘L’ or coloured red. 
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• You should not connect anything to the earth terminal of the 
plug marked with the letter ‘E’ or coloured green. 

You must always use the same fuse value as your receiver’s 
power-lead plug if you replace it. 
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Help and advice 

The problem you’re 
having  

What might be causing the problem  

The standby light is 
not on. 

The power lead is either unplugged or the 
fuse in the power-lead plug has blown. 

You cannot get a 
signal on your 
receiver  

This could be because: 
• the aerial is not connected; 
• the aerial is damaged or pointing in the 

wrong direction; or 
• you are not in an area that can receive a 

digital signal. 
You cannot get a 
picture or any sound  

• Your TV is set to the wrong AV channel. 
Check the channel you are using is the 
right one. 

• Your receiver may be set to digital 
teletext mode  

You are getting a 
‘scrambled channel’ 
message  

You have to pay to watch this channel. The 
signal is encoded (scrambled) so that only 
people who have paid to watch the channel 
can see the picture. 
 
Phone the number on the screen for more 
information if you want to subscribe (pay to 
watch) to the scrambled channel. 

Your receiver is 
not working with 
the remote control  

• The receiver is switched off. 
• You are not pointing the remote control 

at the receiver properly.  
• There might be something in front of 

the front panel on the receiver.  
• You may have put the batteries in the 

remote control the wrong way round. 
• You may need new batteries. 
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The problem you’re 
having  

What might be causing the problem  

The picture is made 
up of square blocks 
or it freezes  

• You may have the wrong type of aerial. 
• Your aerial may be damaged or pointing 

in the wrong direction. 
You can only find 
some of the channels 
on your receiver  

You have your favourite list selected. Check 
your channel list (see page 31). 

If you have difficulties using your receiver and none of the 
suggestions above work, try switching your receiver off and then 
back on again. 
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Product specification 

Plain English Campaign’s Crystal Mark does not apply to this page. 

Product specification 

General 

Unit size: TBA x TBA x TBA millimetres (width x depth x  
 height) 

Box size: TBA x TBA x TBA millimetres (W x D x H) 

Unit weight: TBA kilograms 

Power use (switched on): 8 watts continuous 

Power (standby): 2 watts continuous 

Major features 

Converts your existing TV to digital 

Includes all FREEVIEWTM channels
* 

No SCART connection required 

Low power consumption and standby 

Audio description 
* FREEVIEW channels are subject to coverage and availability.  
An aerial upgrade may be required 
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System features 

2 SCART output sockets 

Works with DVB-T with MHeg 5 

1 tuner 

Frequency band 470 to 862 MHeg) (UHF: only for UK) 

16:9/4:3 screen aspect-ratio with pan and scan and letterbox 

Full seven-day EPG day and week event functions 

EPG picture in graphics 

Subtitles 

Teletext FLOF internal 

Parental lock 

Last-channel memory 

Has access to all Freeview digital TV channels and radio stations 

RF loop through and RF modulator output  

Easy one-touch automatic set-up and tuning 

Full digital text 

Now and next electronic programme guide 

Favourites function 

Output: 2 SCART sockets, 1 earphone socket 
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Full audio description complying to the RED Book (EC standard 
specification for audio description). 

DTG compliant MHeg 5 V1.06 

Reminder functionality on EPG 

Has the digital tick 
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